MODEL 1684 WATER TANK LEVEL SYSTEM

Cable Sensor with remote 10-point Display Controller

£t 3-core cable to Display Controller
EQNEOR 1 1 = 3-pin DIN43650 connector and plug
2 2 = PVC cap with flashing LED indicator
3 =25mm /1”7 BSP male PVC thread with hex nut
A 4 = Non-sensing dead-band area
3 5 = 3mm diameter 316 stainless steel cables
5

6 = Weighted non-sensing dead-band area

4 No floats or moving parts

Non-corrosive materials
Microprocessor control
Self-integrity checking

Sunlight viewable LED displays
Easy to fit to new or existing tanks
Surface-mount display controller
Fully encapsulated electronics

4 SPST N/O Form A relay outputs
Automatic overcurrent protection
EMC / EMI compliant

Made in Australia
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m Instrotech Australia Pty Ltd
PO Box 3137 Newton SA 5074
\ 4 3-core 8-core email: info@instrotech.com.au
www.instrotech.com.au
Tel (08) 8337 8033
Fax +61 8 8337 8656

WIRING BLOCK DIAGRAM

Positive supply Red Positive 12 to 24 VDC

Negative Black Negative

Communications Orange LED DISPLAY CONTROLLER

Blue / Black - High High relay Low Low relay - Green / Red

Orange / Grey - High relay Low relay - Brown / White
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INSTRUMENTATION AND PROCESS CONTROL

TANK SENSOR
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